
Printed in Canada 
August 19, 2011

CMT Specifications

For further information contact:  Solinst Canada Ltd.
Fax: +1 (905) 873-1992; (800) 516-9081  Tel: +1 (905) 873-2255; (800) 661-2023

35 Todd Road, Georgetown, Ontario  Canada  L7G 4R8
Web Site:  www.solinst.com   E-mail: instruments@solinst.com

Model 403

®Solinst and CMT are registered trademarks of Solinst Canada Ltd.

CMT Specifications

7-Channel 3-Channel
Material *MDPE *MDPE
Tubing outside diameter 1.7" (43 mm) 1.1" (28 mm)
Channel diameter 6 - Outer pie channels: 0.4" (10 mm)

1 - Center hex channel: 3/8" (9.5 mm)
3 - Hex channels: 3/8" (9.5 mm)

Channel volume 40 mL/ft 
30 mL/ft (center)

30 mL/ft

Installation options Sand & bentonite backfill 
Natural formation collapse

Bentonite & sand cartridges 
Sand & bentonite backfill 
Natural formation collapse

Coil lengths  
(Coil 4 ft dia.)

100 ft (30 m), 200 ft (60 m) 
& 300 ft (90 m)

100 ft (30 m), 200 ft (60 m),  
& 500 ft (150 m)

Note * Tubing is MDPE; Proprietary mix of HDPE and LDPE products

CMT  
Clamps 
41.0 LP CMT Screen 

6" 100 Mesh

Pie Plug Hex Plug

7-Channel Standard Port Assembly (106278) 
Provides for 0.5 ft screened interval 

3-Channel Standard Port Assembly (107237) 
Provides for 0.5 ft screened interval 

 

Spare:  	 Screen Set (5 x 100 mesh screens) (106286)
Spare:  	 Screen Clamp Set (10 x 41.0 clamps (106408)
Spare:  	 Standard Pie Plug Assembly for second channel  
            	 at the same depth(106861)

Spare: 	 Screen Set (5 x 100 mesh screens) (107375)
Spare:	 Screen Clamp Set (15 x 28.0 clamps (107376)
Spare:	 Standard Hex Plug Assembly for second 		
	 channel at the same depth (108208)

CMT Clamps 
28.0 LP

Channel  
Identifier

Channel  
Identifier

Extra Pie Plug 
for Base 

of Channel

Extra Hex Plug 
for Base 

of Channel

CMT Screen 
6" 100 Mesh

Vent Hole
Vent Hole


